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Abstract. This study evaluates the location accuracy (LA)

of the European Cooperation for Lightning Detection

(EUCLID) network by analysing lightning events recorded

near tall structures located either on at ground or on elevated

terrain, such as mountain ridges, over a 14-year period from

2012 to 2025. Structures selected for this analysis, either ex-

ceeding 150m in height or situated on prominent terrain like

mountain tops, serve as proxy reference points for assessing

the network’s performance. The methodology involves cal-

culating the ratio of lightning strike densities within 500m

of each structure to those within the surrounding ring ex-

tending from 500m to 2 km. Structures with ratios below a

dened threshold are excluded from further analysis, as the

absence of elevated lightning density near the structure sug-

gests it does not signicantly attract or initiate lightning and

is therefore unsuitable for our methodology. Subsequently,

a density-based clustering algorithm is used to identify the

most likely cluster of lightning events associated with the

structure. It is then assumed that the lightning events within

this cluster have struck the structure and can therefore be

used in the analysis of location accuracy. Results indicate a

median LA of 124m and a 95th percentile of 258m. These

values align well with those obtained from past ground-truth

campaigns using high-speed video cameras and instrumented

towers. Moreover, the spatial distribution of LA derived from

this methodology shows a similar pattern to that of the me-

dian value of the 50% error ellipse semi-major axis reported

by the network. In addition, a focused analysis of two well-

known instrumented towers, i.e. Gaisberg and Säntis, con-

rms that the results in terms of LA from this methodology

correspond well with ndings previously reported in the liter-

ature. More generally, an overall decreasing trend in median

LA over time is observed across all towers, which is con-

sistent with expectations given the continuous evolution and

improvement of the detection network. This analysis under-

scores the importance of consistent sensor upgrades and op-

timized placements to achieve high detection efciency and

location accuracy.

1 Introduction

Lightning location systems (LLSs) are crucial tools for vari-

ous applications, ranging from power grid protection and op-

erational safety to meteorological monitoring and research.

For such systems to be reliably used, their performance

especially in terms of location accuracy (LA) and detec-

tion efciency (DE) must be well understood and validated.

Although network intercomparisons (Poelman et al., 2013;

Poelman and Schulz, 2020) are sometimes used to estimate

LLS performance, they rely on the implicit assumption that

one network can serve as ground truth; an assumption that is

not entirely valid. Consequently, the most direct and reliable

approach involves comparing LLS data against independent

ground-truth references.

Over the years, several methodologies have been em-

ployed to provide such ground-truth data, including light-

ning discharges to instrumented towers (Diendorfer, 2010),

rocket-triggered events (Jerauld et al., 2005; Nag et al.,

2011), and observations from high-speed video and electric

eld recordings (Idone et al., 1998; Schulz et al., 2010). Each

of these approaches comes with its own strengths and limita-

tions. Instrumented towers and triggered lightning offer pre-

cise location data, but their validity is inherently local and
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often limited to a handful of sites. Moreover, upward light-

ning – commonly observed at these towers – frequently lacks

return strokes and may consist solely of initial continuous

currents (ICC). Upward events with ICC only remain unde-

tected by LF/VLF LLSs. High-speed video methods, with

frame rates of at least a few hundred frames per second, can

provide more spatially distributed performance estimates, yet

are resource-intensive and typically conned to limited tem-

poral and geographic windows. Further, this method does not

provide the absolute location accuracy, but the relative loca-

tion accuracy. This is because it relies on multiple discharges

striking the same ground strike point, which is discernible

through video observation, while the absolute location bias

from the true ground strike point is not known.

The European Cooperation for Lightning Detection

(EUCLID) has been periodically assessed using these meth-

ods (e.g. Schulz et al., 2016). However, such studies typ-

ically rely on a limited number of xed locations and are

therefore not necessarily representative of the system’s per-

formance across its full spatial coverage. These limitations

highlight the need for complementary validation approaches.

One such alternative is the use of multi-year datasets of

lightning strikes to a large number of tall (mostly uninstru-

mented) structures distributed across the network, allowing

spatial variations in location accuracy to be captured. Only a

few studies have adopted this approach; for example, Cramer

and Cummins (2014) evaluated the LA of the U.S. National

Lightning Detection Network (NLDN) using a set of 22 tow-

ers, developing a methodology to identify events likely as-

sociated with a given tower based on location error ellipse

parameters. In contrast, Zhu et al. (2020) signicantly ex-

panded this approach by using more than 1400 towers to

evaluate, for the rst time, the location error of the NLDN

across the entire contiguous US.

In this context, the present study investigates the use of

lightning data associated with a large number of tall struc-

tures, such as towers, masts, and chimneys, distributed across

Europe as reference points for strike locations, enabling the

assessment of location accuracy over a much broader spa-

tial scale than is achievable with a limited number of in-

strumented towers. By systematically comparing lightning

events near selected tall structures over a fourteen-year pe-

riod, a spatially extensive and statistically robust assessment

of location accuracy is provided. In doing so, the study can

provide insight into EUCLID’s performance and its evolution

over time.

2 Data and Methodology

2.1 Lightning Location System

EUCLID maintains a widespread lightning detection net-

work comprising more than 170 sensors across the European

continent, as shown in Fig. 1. Note that some sensors are also

Figure 1. Sensor distribution with the EUCLID network in 2025.

Analysis is limited to the area outlined by the dashed polygon.

located in the Macaronesian region, i.e. the Azores, Madeira,

and Canary Islands, although these are not shown in Fig. 1.

The primary objective of this network is to detect and clas-

sify both cloud-to-ground (CG) strokes and intracloud (IC)

pulses operating in the very low and low frequency bands.

Lightning event locations are determined using a combina-

tion of time-of-arrival (TOA) methods and magnetic direc-

tion nding (MDF) techniques. For every detected event,

EUCLID records a detailed set of parameters, including

a high-precision timestamp (with sub-microsecond resolu-

tion), the event’s geographic location, discharge type (CG or

IC), polarity, and peak current estimate. In addition to the

physical attributes of each strike, the network logs various

quality indicators. These include the lengths of the semi-

major and semi-minor axes of the 50% condence ellipse

surrounding the estimated location, the number of sensors

that contributed to the solution, and a Chi-square that is re-

lated the coherence among sensor measurements. Readers

interested in further details may consult https://www.euclid.

org/ (last access: 17 October 2026).

EUCLID is undergoing continuous renement, with older

sensors being replaced by newer models and sensor loca-

tions being optimized through additions or relocations. In

addition, the central processing software is periodically up-

graded to enhance overall system performance. These ongo-

ing changes are reected in the network’s performance, par-

ticularly in terms of detection efciency and location accu-

racy. Existing performance evaluations are based on a com-

bination of direct lightning observations from instrumented
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towers and supplementary video and electric eld measure-

ments at selected sites (e.g. Schulz et al., 2016; Diendorfer,

2016). Thanks to ongoing network upgrades, a steady im-

provement in location accuracy has been observed over time.

Regarding DE, data from instrumented towers suggest val-

ues of 70% for negative CG strokes and 96% for ashes.

However, broader studies using video and E-eld data from

the periods 2008–2012, 2011, and 2012–2013 yield higher

DE values of 84% for strokes and 98% for ashes, as re-

ported by Schulz et al. (2016) and Diendorfer (2016). The

slightly lower DE observed in tower-based studies likely

stems from the fact that towers predominantly record sub-

sequent strokes, which have weaker peak currents and are

therefore more difcult to detect. More recent investigations

by Schwalt et al. (2020) using ground-truth data from Austria

(2015, 2017, 2018) conrm stroke detection rates between

76% and 85.6%. The consistency of these performance met-

rics, despite the continuous changes in hardware and congu-

ration over the years, highlights the reliability and robustness

of the EUCLID system.

Several ground-truth studies have quantied the location

accuracy of EUCLID and its regional subsystems, consis-

tently demonstrating substantial improvements over time.

Using direct current measurements at the Säntis Tower in

Switzerland, Azadifar et al. (2016) reported a median abso-

lute location error of 186m for 269 negative ashes recorded

between 2010–2013. Similarly, Paul et al. (2020), based on

measurements at the Peissenberg Tower in Germany be-

tween May 2011 and September 2017, found a geometric

mean location error of 161m based on 51 events detected

by EUCLID, comprising both return stroke current pulses

and pulses superimposed on the continuing current of a pre-

ceding return stroke, and 132m when considering only re-

turn strokes. A broader assessment by Schulz et al. (2016),

combining tower measurements, electric eld data, and video

observations across several European regions, highlights the

temporal evolution of EUCLID performance. In particular,

at the Gaisberg Tower in Austria, the moving median lo-

cation error decreased from 317m in 2007 to 89m by the

end of 2014, reecting continuous improvements in net-

work conguration and processing techniques. In addition to

studies based on direct strikes to instrumented towers, sev-

eral ground-truth campaigns in Europe have used high-speed

camera observations. For example, analyses of the Austrian

ALDIS network, which is part of EUCLID, indicates that

median LA values range between 90 and 130m based on

463 negative cloud-to-ground ashes recorded during mul-

tiple campaigns between 2015–2018 (Schwalt et al., 2020).

Another key aspect is the classication accuracy (CA) be-

tween CG and IC discharges. Studies specically address-

ing CA remain relatively limited. Zhu et al. (2016) assessed

classication performance in the U.S. NLDN, which shares

similar sensor technology with EUCLID. Based on compar-

isons with optical and E-eld data from the Lightning Ob-

servatory in Gainesville (LOG), they found a CG stroke CA

of 92%. Among 153 IC events – including isolated ICs and

those occurring before or after return strokes – the overall

CA was 86%, with isolated IC events reaching 95%. Given

the technological and conguration parallels between NLDN

and EUCLID, these results provide a useful reference. More

directly, Kohlmann et al. (2017) evaluated the classication

performance of EUCLID itself using ground-truth data de-

rived from optical and electric eld measurements collected

in Austria (2012, 2015) and France (2014). The dataset com-

prised 560 events (382 CG and 178 IC), including both pos-

itive (201) and negative (359) discharges. Their results in-

dicate an overall CA of 89%, with signicantly higher ac-

curacy for positive events (95%) than for negative events

(85%). When separated by discharge type, IC events were

classied with an accuracy of 94%, while CG events reached

85%. These ndings, based on direct EUCLID validation,

provide a more representative estimate of its classication

performance, while remaining broadly consistent with ear-

lier results from the NLDN.

Large structures are known to occasionally initiate upward

lightning discharges. When captured by an LLS, these events

often exhibit a combination of IC pulses and CG strokes.

This mixed signature depends both on the underlying physi-

cal processes within the ash and on possible misclassica-

tion by the detection system (Paiva et al., 2014). Excluding

IC pulses would therefore discard a non-negligible fraction

of tower-attributed events, particularly for structures where

upward ashes are prevalent, e.g. in mountainous regions or

during winter. Consequently, both IC and CG discharges are

included in the location accuracy analysis, and no additional

selection criteria, such as peak current thresholds, are ap-

plied.

2.2 Methodology

2.2.1 Structure selection

To assess the location accuracy of the EUCLID lightning de-

tection network, a database of tall structures; including tow-

ers, guyed masts, chimneys, and similar installations, is com-

piled across Europe to serve as so-called reference points.

The aim is not to create an exhaustive inventory of all existing

tall structures, but rather to assemble a sufciently large and

spatially well-distributed sample within the EUCLID cover-

age domain to enable statistically meaningful analysis.

As a starting point, a list was compiled consisting of sev-

eral dozen structures, identied through internal discussions,

particularly focusing on those situated along the ridges of

the Alps, Apennines, and Pyrenees. For these ridge-top tow-

ers, no minimum height criterion was applied. To expand this

list, Wikipedia was systematically queried for tall towers, ra-

dio masts, and similar structures, applying minimum physi-

cal height of 150m. This threshold follows Zhu et al. (2020),

who applied the same 150m minimum height when selecting

towers, based on their Monte Carlo simulations showing that
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below approximately 150m the elevated lightning-density

signature around a structure becomes difcult to distinguish

from background lightning density – in their 150m and 1 µs

timing-error case, the density-enhancement algorithm failed

to identify a valid cluster at all. As both their method and

ours rely on detecting a local density enhancement around

a structure, this provides a quantitative lower bound below

which that underlying assumption becomes unreliable.

Wikipedia was chosen as the primary source due to the

lack of a centralized, publicly available European equivalent

to, for example, the U.S. Federal Aviation Administration’s

Obstacle Database, which has been used in related studies

over the US (Zhu et al., 2020). While other potential sources

exist, such as databases from national aviation authorities,

or various geospatial data repositories, Wikipedia offers the

advantage of broad accessibility and rapid data extraction,

which is sufcient given that the study does not require

completeness. In addition to structure height (when known),

ground elevation above sea level (a.s.l.) was retrieved for

each site using the Google Elevation API to complement the

dataset. The initial list consisted of more than 1300 entries,

with the majority of them extracted from Wikipedia. Subse-

quently, the dataset was ltered to retain only those structures

with a minimum separation of 2 km from any other structure

in the list. This separation ensures that individual lightning

strike clusters can be condently attributed to a single struc-

ture, supporting a robust evaluation of the network’s geolo-

cation capabilities. Nevertheless, smaller structures, i.e. typ-

ically wind turbines, may still be located within 2 km of a

larger object, but this only occurs in a handful of cases. An

example and the potential consequences of such proximity

will be briey discussed in the next section.

Even after applying the initial spatial and height-based l-

ters, not all structures were retained for the nal analysis.

Some towers, despite meeting the structural criteria, were

found to lack sufcient associated lightning data or did not

exhibit a clear enhancement in strike density relative to their

immediate surroundings. For this, an additional ltering step

was introduced based on the spatial distribution of lightning

discharges near each tower. Specically, the ratio of light-

ning strike density within a 500m radius of each structure to

the density within an annular ring extending from 500m to

2 km is calculated. If a threshold is applied to this ratio, i.e.

retaining only towers with values above the threshold, then

setting it too high will limit the dataset to only a few towers,

while setting it too low will include towers that do not show

a meaningful lightning enhancement. In this study, structures

with a density ratio below 1.5 are excluded from further anal-

ysis, as they do not appear to signicantly inuence local

lightning activity. In the end, in total, 257 structures were re-

tained for further analysis. Their locations and heights are

shown in Fig. 2. For structures shown in black, information

on the structure’s height is unavailable; however, their sym-

bol type (diamonds and triangles) indicates that they are typi-

Figure 2. Geographic distribution of selected structures used in

the analysis. Marker color indicates structure height, while marker

shape reects the ground elevation category, as labeled in the plot.

For some structures (in black), height information is unavailable;

however, these are typically located in high-elevation areas such as

mountain ridges or summits, as evident from their symbol type.

cally situated in high-elevation areas such as mountain ridges

or summits.

Finally, it is important to acknowledge potential selection

biases in the tower dataset. Wikipedia, while offering broad

accessibility and rapid data extraction, reects documenta-

tion biases: towers in countries with more active Wikipedia

contributors or more extensive infrastructure records may be

overrepresented. Consequently, the dataset is not a compre-

hensive census of all lightning-relevant structures in Europe,

but rather a curated set of suitable reference points. This se-

lection may introduce regional biases; for instance, regions

with dense clustering of tall structures (e.g. industrial areas

with multiple chimneys or wind farms) are underrepresented

because such structures fail the separation criterion. How-

ever, the primary goal of this study is not to produce per-

formance metrics for every possible location, but to obtain

a spatially distributed and statistically robust sample suf-

cient to assess overall network performance and its spatial

variability. The resulting dataset of 257 structures achieves

this objective, while the limitations described here should be

considered when interpreting the results.
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2.2.2 Clustering algorithm

A density-based spatial clustering algorithm, DBSCAN

(Density-Based Spatial Clustering of Applications with

Noise), was applied to identify the most probable group of

lightning events – individual CG strokes and IC pulses, as de-

ned in Sect. 2.1 – physically associated with each structure.

The method groups nearby discharge locations into clusters

based on two parameters: eps, the maximum distance within

which points are considered neighbors, and min_samples, the

minimum number of neighboring points required to form a

cluster. Clustering is performed using only the spatial coor-

dinates of the events; no timing information, such as inter-

stroke intervals, is used, and no attempt is made to iden-

tify individual ashes or the stroke order within a ash. It

is important to note that eps does not represent a physical

attachment distance between a lightning strike and the struc-

ture, but rather a clustering threshold. The algorithm is well-

suited for this application as it allows for the separation of

high-density clusters – likely representing lightning strikes

attracted to a specic tower – from surrounding noise. Once

the most probable cluster associated with a structure has been

identied, the location accuracy is calculated for each indi-

vidual event within that cluster as the distance between the

event’s reported location and the structure’s known location;

the tower-level LA reported throughout this study is the me-

dian of these per-event distances.

A sensitivity analysis was performed by varying both eps

and min_samples, and assessing their impact on individual

clusters as well as on the overall LA. The results show that

the choice of eps is particularly critical. For example, using

a xed min_samples value of 10, increasing eps from 0.1

(100m) to 0.2 (200m) doubles the overall median LA. This

reects the fact that larger eps values allow more distant dis-

charges to be grouped together, which can result in clusters

that are spatially displaced from the actual structure location.

Conversely, setting eps too small may exclude relevant light-

ning strikes from the cluster. In contrast, the sensitivity to

min_samples is more limited. For a xed eps value (e.g. 0.1),

doubling min_samples changes the overall median LA by no

more than about 10%. This indicates that the LA metric is

considerably less sensitive to min_samples than to eps. Al-

though setting min_samples too high may prevent the identi-

cation of any cluster, its overall inuence on the nal LA re-

sults remains comparatively moderate. Overall, the location

accuracy analysis showed only moderate differences across a

realistic range of parameter choices, with eps emerging as the

more inuential parameter. In the nal conguration, eps was

xed at 100m across all regions, while min_samples was set

to 10. The choice of a xed eps and min_samples across the

entire study domain is deliberate as it ensures methodolog-

ical uniformity, preventing region-specic tuning that could

introduce uncontrolled variability into the location accuracy

estimates. The selected scale of 100m is sufciently small to

yield compact, approximately circular clusters around each

Figure 3. Spatial distribution of the towers used in this study, with

marker size and/or color representing the cluster size derived from

the DBSCAN analysis applied to the full 2012–2025 study period,

thereby illustrating the spatial variation in cluster magnitude across

the study domain.

tower – consistent with the expectation that lightning strikes

to a tall structure should concentrate tightly in the LLS data

– while avoiding the merger of discharges from nearby but

distinct structures. The lower bound of min_samples= 10

ensures that only clusters supported by at least ten events

are retained, thereby increasing robustness against spurious

or weakly populated clusters. An adaptive eps, for example

scaled to the local semi-major axis of the error ellipse, would

risk conating clustering with the subsequent accuracy as-

sessment: regions with poorer network performance would

yield larger clusters, articially inating location error esti-

mates and obscuring the independent evaluation of LA.

The spatial distribution of the towers and their associated

cluster sizes, derived using the DBSCAN clustering algo-

rithm applied to the full 2012–2025 study period, is shown

in Fig. 3. As illustrated, the majority of clusters are rela-

tively small. Clusters containing 10–50 events are the most

frequent (33%), followed by 50–100 events (26%) and 100–

250 events (20%). The occurrence of larger clusters de-

creases rapidly with increasing size, yet clusters containing

more than 250 events still collectively accounting for 21%

of the total (N = 257). As can be seen in Fig. 3, smaller clus-

ters are predominantly located in the northern part of the

EUCLID domain, particularly over Scandinavia and Den-

mark.

https://doi.org/10.5194/amt-19-6571-2026 Atmos. Meas. Tech., 19, 6571–6581, 2026



6576 D. R. Poelman et al.: Evaluating EUCLID location accuracy using lightning events near tall structures

When applying DBSCAN to EUCLID observations near a

structure, multiple clusters may be identied. In such cases,

the cluster closest to the structure’s location is assumed to

contain the lightning events that struck the structure. This can

happen, for instance, when another structure – such as a wind

turbine – is located nearby but was not included in the origi-

nal structure list. As a result, the primary structure may have

passed the initial criterion of having no other tall structures

within a 2 km radius. In these situations, the closest cluster

to the tower was selected for analysis, under the assumption

that it is most likely associated with the structure in question,

a design choice quantitatively compared against an alterna-

tive, published clustering approach in Sect. 3.3. However, it

is important to note that no additional ltering was applied to

explicitly remove nearby structures like wind turbines from

the analysis domain. As a result, the possibility remains that

some lightning discharges may be misattributed to the ref-

erence tower. This introduces a potential positive bias in the

estimated location errors, meaning that the reported LA val-

ues should be interpreted as upper-bound estimates under the

applied methodology.

An example of the output of the DBSCAN clustering al-

gorithm is shown in the Fig. 4. In both subplots, the lightning

activity around the reference structure – located at the origin

(0,0) – is represented as a color-coded 2D histogram. The

number of lightning discharges falling within each spatial

bin (pixel) is indicated by the color scale, with higher counts

shown in red. The black polygon delineates the spatial extent

of the DBSCAN cluster that was retained for the analysis,

while the white star marks the gravity center of the identi-

ed cluster. Figure 4a illustrates a case where two spatially

distinct dense areas are present within the same DBSCAN

cluster close to the reference structure in the middle of the

plot. The central peak is clearly associated with the tower at

the origin, but a secondary peak is visible just to the south.

This secondary maximum corresponds to a nearby wind tur-

bine, which was not explicitly removed from the dataset –

likely because the initial tower list only included structures

exceeding 150m and did not specically target wind tur-

bines. Because the turbine is close enough to the tower, both

sets of discharges are grouped into a single DBSCAN clus-

ter, shifting the gravity center slightly southward. In contrast,

Fig. 4b shows a tower with a nearby wind turbine located far-

ther away – approximately 1.5 km to the west. Although two

dense areas are again visible, the DBSCAN algorithm only

selects the cluster centered on the reference tower, as the

discharges associated with the wind turbine lie outside the

specied eps radius for clustering. This illustrates that the

spatial proximity of such nearby sources is critical: if they

fall within the clustering radius, they may be inadvertently

included in the analysis. This example highlights a limita-

tion of the methodology. While DBSCAN effectively groups

high-density lightning discharges, it does not distinguish be-

tween discharges caused by the main structure under investi-

gation and those attracted to nearby structures such as wind

turbines, which are not accounted for in this study. Nonethe-

less, cases in which additional nearby density maxima are

present were retained in the dataset rather than explicitly re-

moved. This may introduce a slight positive bias in the esti-

mated location errors, implying that the derived location ac-

curacy values are likely conservative; that is, the true network

performance is expected to be at least as good as, and possi-

bly better than, the values reported here.

2.2.3 Cross validation against instrumented towers

The Gaisberg and Säntis towers provide an excellent testbed

for validating the clustering methodology. These well-

documented instrumented towers have been extensively used

in the literature to assess the location accuracy of the

EUCLID network, making them ideal reference sites for

benchmarking the method. Both towers are equipped with

sensors that record lightning strikes with high temporal pre-

cision through GPS synchronization. Combined with their

precisely known locations, this enables unambiguous match-

ing of EUCLID-detected events to tower impacts, providing

a reliable reference dataset for evaluating geolocation perfor-

mance. For both towers, the reference (ground-truth) datasets

and the DBSCAN-based cluster inputs include the full mix of

CG- and IC-classied pulses recorded by EUCLID, consis-

tent with the general methodology adopted throughout this

study (Sect. 2.1).

This validation approach has been applied in previous

studies, such as those by Schulz et al. (2016), where the me-

dian location error was calculated as a moving median over

the most recent 100 conrmed CG strokes to the Gaisberg

tower. Here, an updated version of their Fig. 4 is presented in

Fig. 5a, using an extended current-measurement dataset cov-

ering the period 2000–2025 and including both CG- and IC-

classied pulses conrmed at the tower, kindly provided by

Hannes Pichler (personal communication, 2026). As shown

in Fig. 5a, the black dots indicate a clear improvement in

network accuracy over time, with the median LA decreasing

from roughly 400–500m in the early 2000s to about 70m by

2025.

In addition, Fig. 5a shows the moving median values

(grey circles) derived using the DBSCAN-based clustering

methodology introduced in this study. The strong agreement

between these values and those obtained from direct tower

measurements demonstrates that the clustering approach suc-

cessfully reproduces the established location accuracy esti-

mates.

For the Säntis tower, a moving-median analysis similar

to that available for the Gaisberg tower is, to the authors’

knowledge, not reported in the literature. However, Azad-

ifar et al. (2016) provide, in their Table 2, annual median

values of the absolute location error for pulses detected by

the EUCLID network over the period 2010–2013. These ref-

erence values are shown as black dots in Fig. 5b. The grey

open circles represent the corresponding median values from
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Figure 4. Spatial lightning density maps for two distinct scenarios, with the instrumented structure at (0,0). The number of lightning

discharges falling within each spatial bin (pixel) is indicated by the color scale, with higher counts shown in red. In (a), DBSCAN groups

two adjacent high-density regions into a single cluster (black outline), with the gravitational center indicated by the white star. In (b),

DBSCAN identies only the high-density region near the structure as the primary cluster for location accuracy calculation, excluding a more

distant region.

Figure 5. Temporal evolution of the median location error calculated (a) using a moving median for the Gaisberg tower and (b) grouped per

year for the Säntis tower.

yearly clusters obtained using the DBSCANmethodology in-

troduced in this study. As for the Gaisberg case, the agree-

ment between both datasets is very good, with the derived

values closely matching the published results in Azadifar

et al. (2016) and reproducing the same decreasing trend over

the 2010–2013 period.

This agreement also lends additional support to the xed

eps value of 100m adopted in Sect. 2.2.2. At the Gais-

berg tower, the close correspondence between the DBSCAN-

based moving median LA and the ground-truth location ac-

curacy, sustained over more than two decades (Fig. 5a), in-

dicates that this parameter choice does not merely produce

internally consistent clusters but yields location accuracy es-

timates that track independently validated, long-term refer-

ence data. The Säntis tower provides a shorter and more

limited benchmark (Fig. 5b), yet the DBSCAN-derived esti-

mates reproduce both the magnitude and the decreasing trend

of these independent reference values. Taken together, the

two towers indicate that the xed eps of 100m yields location

accuracy estimates consistent with independent ground truth

across different sites and over both short- and long-term val-

idation periods, reinforcing the statistical robustness of the

methodology.

3 Results

3.1 Median location accuracy across towers

Figure 6 summarizes the median LA for each structure in the

dataset, with circle colors indicating the median LA value on
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Figure 6. Median location accuracy (LA) at each instrumented

tower (colored circles), overlaid on the spatial distribution of the

median semi-major axis (SMA) of the 50% error ellipse for

EUCLID strokes from 2012–2025. The color bar indicates the scale

in meters.

a scale ranging from 0 to 400m. The majority of towers fall

within the green and blue ranges, reecting generally good

geolocation performance across the network, while only a

small subset exhibits large median errors. Across all towers,

the mean and median LA obtained with the adopted method-

ology are 137 and 124m, respectively, with a 95th percentile

of 258m. To further support the robustness of the network-

wide median LA, a bootstrap and random-subsampling anal-

ysis was performed on the 257 median LA values. Resam-

pling with replacement (10 000 iterations) yields a 95% con-

dence interval of [115.5,135.2]m around the observed me-

dian of 124.9m. In addition, randomly subsampling 50%,

70%, and 90% of the towers (without replacement) produces

median LA values that remain tightly clustered around the

full-sample estimate, with the 95% range narrowing from

±10m at 50% subsampling to ±2m at 90% subsampling.

This conrms that the reported median LA is not driven by a

small subset of towers and supports the statistical robustness

of the result.

We further examined whether structures located closer to

the EUCLID network boundary (dashed line in Fig. 6) show

systematically larger median LA, using the geodesic distance

from each tower to this boundary. No signicant relation-

ship was found (Spearman’s ρ =−0.08, p = 0.19, n= 257);

however, only a small number of towers in our dataset lie

close to the network periphery, which limits the statistical

power to detect such an effect. Given that Zhu et al. (2020)

identied a clear edge effect on location error using a sub-

stantially larger and denser set of towers along the boundary

of the U.S. National Lightning Detection Network, a simi-

lar effect cannot be excluded for EUCLID and may become

detectable as the number of instrumented structures near the

network periphery increases in future studies.

In the background of the Fig. 6, the underlying colour eld

represents the spatial distribution of the median semi-major

axis (SMA; see Nag et al., 2011; and Cramer and Cummins,

2014) of the 50% error ellipse assigned by the EUCLID sys-

tem. This ellipse describes the region within which the event

is expected to lie with 50% probability. The spatial pattern

of the SMA generally aligns with the tower-based median

LA values, with lower SMA regions (blue and green tones)

typically corresponding to better (i.e. lower) median LA, and

higher SMA values associated with reduced location accu-

racy. The consistency between both metrics suggests that

SMA captures spatial variations in geolocation quality in a

manner broadly aligned with structure-based clustering al-

gorithm estimates. It is important to note, however, that the

SMA is a mathematical-derived property provided by the

EUCLID system, rather than an independent measurement.

As a result, the observed agreement between median LA and

SMA primarily reects internal consistency within the net-

work, rather than an independent validation of absolute loca-

tion accuracy. Nevertheless, this alignment supports the use

of SMA as a practical, real-time proxy for relative geoloca-

tion quality across the network.

To further quantify the differences between SMA-derived

uncertainties and LA values derived from the DBSCAN clus-

tering method, the following approach was conducted. Us-

ing SMA values within a 2 km radius around each struc-

ture yields mean and median values of 138 and 119m, re-

spectively, with a 95th percentile of 244m, showing over-

all comparable magnitudes to the tower-based median LA

estimates. A more detailed comparison (Fig. 7) shows the

distribution of signed differences between the median tower

LA and the SMA of all lightning events recorded within a

2 km radius of each tower. The distribution reveals a median

offset of −10m, with the interquartile range (IQR) span-

ning from −42m (P25) to +47m (P75), corresponding to

an IQR of 89m. The near-zero mean (−2m) and median

value suggest that, on average, there is no substantial sys-

tematic bias between both estimates, though the slight neg-

ative median hints that the derived location accuracy tends

to be marginally smaller than the EUCLID-reported SMA.

The distribution appears broadly symmetric around zero, al-

though moderate tail heaviness is present. Consequently, the

standard deviation (σ = 69m) is moderately inuenced by

these extreme values and should be interpreted with caution

as a measure of typical variability. More robust measures of

spread are provided by the IQR (89m) and the P5–P95 range
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Figure 7. Distribution of signed differences between median LA

(derived from DBSCAN clustering) and SMA values within 2 km

of each structure. Each structure contributes one value to this dis-

tribution (N = 257); the count on the vertical axis therefore refers

to the number of structures, not the number of individual lightning

events.

(−111 to +109m), the latter capturing larger discrepancies

observed for a limited number of towers.

It should be noted that, by denition of the 50% error el-

lipse, the true strike location lies within the ellipse for 50%

of the detected events and outside it for the remaining 50%.

This is consistent with the small observed median offset of

−10m between the tower-based median LA and the SMA:

for approximately half of the investigated towers the median

SMA exceeds the DBSCAN-derived LA, while for the other

half it is smaller, closely matching the 50/50 split expected

under the theoretical denition of the ellipse. This agree-

ment lends further support to the SMA as a practical proxy

for location accuracy in situations where direct ground-truth

validation is not available. The investigated parameter SMA

represents the larger axis and serves only as a proxy for the

shape or area of the 50% error ellipse, as neither the axis

ratio nor the orientation were considered in this compari-

son (as also described in Cramer and Cummins, 2014). This

simplication may contribute to the marginally smaller LA

values derived from the cluster estimation algorithm com-

pared to the SMA-based values. This suggests that the SMA

nonetheless provides a reasonable approximation of the spa-

tial scale of location uncertainty. Overall, although the SMA

reproduces the general spatial patterns and magnitude of lo-

cation accuracy, variability at individual tower locations re-

mains non-negligible, as reected by the P5–P95 range of

−111 to +109m.

3.2 Temporal evolution of the location error

To examine how LA has evolved over time using our

structure-based methodology, we divided the dataset into two

distinct periods: the rst covering January 2012–December

Figure 8.Histogram of median location accuracy values for all tow-

ers, contrasting the rst three years (blue) with the last three years

(orange) of the dataset.

2014, and the second comprising the most recent three years,

from January 2023 to December 2025. A histogram compar-

ing the distribution of median LA values across these peri-

ods, as shown in Fig. 8, clearly illustrates an improvement

over time: the second period shows a shift toward lower me-

dian LA values. Quantitatively, the mean and median LA for

the rst period are 135 and 126m, respectively, while the cor-

responding values for the second period are 119 and 100m.

This demonstrates an enhancement in location accuracy over

the years. These ndings are consistent with the trend shown

in Fig. 5a, where a running mean of the median LA for the in-

strumented Gaisberg tower also indicates a steady improve-

ment. The results presented here, however, extend that trend

to a much broader set of towers included in this study, rein-

forcing the evidence for network-wide progress in geoloca-

tion performance.

A small number of structures (n= 4 of 115 with median

LA ≥ 300m in 2023–2025) show a higher median LA in the

more recent period than in 2012–2014, contributing to the tail

extending to 450–500m in Fig. 8. These four structures have

roughly half as many lightning events available in 2023–

2025 as in 2012–2014; using the full 2012–2025 record, for

which cluster sizes are substantially larger and more robust,

their median LA is comparable to the 2012–2014 values and

consistently lower than in the 2023–2025 sub-period alone.

This indicates that the apparent degradation reects a short-

window sampling uctuation rather than a genuine loss of

geolocation performance, and none of the four structures are

located near the network boundary.

3.3 Comparison with an alternative clustering

approach (Zhu et al., 2020)

To place the DBSCAN-based clustering approach adopted

here in context, it is instructive to compare it with the raster-
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based method of Zhu et al. (2020), developed for a similar

assessment of the U.S. NLDN using lightning strikes to tow-

ers. Their approach differs from ours in two respects. First,

rather than a point-based clustering algorithm with a xed

neighborhood radius, Zhu et al. (2020) apply a raster-based

density threshold, in which local lightning density is com-

puted on a 50m× 50m grid within a 2 km domain around

each tower, with hard bounds on the retained cluster size (25–

250 grid cells). Second, when multiple density-elevated re-

gions occur within the domain – for example due to a nearby

structure not included in the reference tower list – their algo-

rithm retains the region containing the domain-wide density

maximum, whereas the present method instead selects the

cluster closest to the known structure location (Sect. 2.2.2),

specically to avoid misattributing lightning activity from a

competing nearby source.

We implemented the Zhu et al. (2020) algorithm and ap-

plied it to the subset of 257 structures for which our own

DBSCAN-based method yielded a valid cluster. A cluster

satisfying all of Zhu et al.’s size and density-ratio criteria was

identied for 137 of these 257 structures (53%), a success

rate of a similar order to the 589 of 1451 candidate towers

(41%) reported by Zhu et al. (2020) for the NLDN – keep-

ing in mind that their candidate list, unlike ours, was not pre-

ltered by a density-enhancement criterion. For one struc-

ture, the domain-wide density maximum criterion caused

Zhu et al.’s algorithm to select a cluster located approxi-

mately 1.5 km from the tower; substituting a closest-to-tower

cluster-selection rule, analogous to the one adopted in this

study, resolves this case (yielding ∼ 90m under both meth-

ods). Applying this closest-to-tower selection rule through-

out, the median difference in location accuracy between the

two methods (Zhu et al. minus ours) is −2.0m (interquar-

tile range: 15.8m, n= 132), indicating that the two clus-

tering approaches are fundamentally consistent despite their

methodological differences.

4 Summary and Conclusions

This study presents a large-scale evaluation of the location

accuracy of the EUCLID lightning detection network us-

ing lightning activity in the vicinity of tall structures dis-

tributed across Europe. By combining a density-based clus-

tering approach with a systematic tower selection methodol-

ogy, a spatially extensive and statistically robust assessment

of network performance is achieved. However, the location

error retrieved based on the methodology described should

not be regarded as the absolute location accuracy, but is a

good proxy estimate.

The results demonstrate that the location accuracy ob-

tained from the clustering methodology is consistent with

earlier studies based on instrumented towers and indepen-

dent measurement techniques, thereby supporting the valid-

ity of the approach. Moreover, comparison with the semi-

major axis of the error ellipse indicates that this parameter

captures the general spatial patterns of geolocation quality

observed in the tower-based estimates. This agreement is ex-

pected, as the SMA is mathematically valid provided that all

systematic errors are properly corrected and the standard de-

viations of the angle and timing inputs in the location algo-

rithm are accurately congured.

The temporal analysis highlights a clear improvement in

location accuracy over the study period, consistent with on-

going network upgrades, sensor replacements, and process-

ing enhancements. This conrms that continuous optimiza-

tion of the network conguration translates directly into mea-

surable gains in performance.

More generally, the use of tall structures proves to be a

valuable and scalable approach for assessing relative varia-

tions and long-term trends in location accuracy over large

geographic domains. However, it should be emphasized that

this method does not provide an absolute measure of the true

location error of natural lightning, as the exact strike point on

or near a structure remains uncertain and may be inuenced

by nearby objects or clustering assumptions. Consequently,

the results presented here should be interpreted as conser-

vative estimates of location accuracy – likely somewhat

larger than the true geolocation errors – rather than exact

ground-truth values. Despite these limitations, the methodol-

ogy offers a meaningful complement to traditional validation

techniques, enabling continuous and spatially comprehensive

monitoring of network performance. Future work could ex-

tend this methodology by examining individual events within

the DBSCAN clusters of a selected subset of towers, com-

paring each event’s own 50% error ellipse against its actual

positional offset from the tower. Such an event-level analysis

could help verify the representativeness of the error ellipse as

a location accuracy metric in cases where direct ground-truth

validation is unavailable.
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